
Univers it y of Ark AnsAs 
fAcil i t ies MAnAgeMent 

B
   

  

   

 
 

 
 

 
 

 

 

0 

CAMPUS LANDSCAPE STANDARDS

  b1 - handrails & guardrails 
b13 - light footings 
b18 - bike rack footing & spacing 
b20 - trash can footings 
b22 - paving 
b30 - drain inlets 
b31 - plantings 
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r----------------------------------------------------------------------------------------------------, 

Notes: 

1. all welds to be continuous and ground 
flush and smooth 

2. all steel components to be pointed with 
Benjamin Moore DTM alkyd semi-gloss "Bronzetone" 

0 
I 

n 

3" 

n 

12" X 

0 

N 

X 

HANDRAIL A 
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lamb's tongue~ 
steel: part no. 4429S 

bronze: part no. 4531S 

0 

1 "x1 /2" c-chonnel 

handrail molding - 20' length 
steel: port no. 4429 

bronze: part no. 4531 

36" starting post 
steel: port no. 331 

bronze: (use 40" - port no. 131) 

I I 

square-hole collar : : 
steel: part no. 369 

bronze: port no. 269----------~ 

I I 
I I 
I I 

r-1·,1 

HANDRAIL A 
port numbers 

stainless steel tube 

fAcil i t ies MAnAgeMent 

LANDSCAPE STANDARDS 

HANDRAIL A (decorative posts) - Classic CAD file available for download at http://planning.uark.edu 

05.20.2011 b2 landscape standards 

http://planning.uark.edu
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r----------------------------------------------------------------------------------------------------, 

Notes: 

1. all welds to be continuous and ground 
flush and smooth 

2. all steel components to be pointed with 
Benjamin Moore DTM alkyd semi-gloss "Bronzetone" 
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4 3/8" o.c. 
'-------;' 
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.l 5' moxiumum spacing between posts .l 

GUARDRAIL A 
typical assembly 

1 ~ 

CD 
I 

n 

L----------------------------------------------------------------------------------------------------

a 

fA
c

ilit
ie

s M
A

n
A

g
e

M
e

n
t 

L
A

N
D

SC
A

PE
 STA

N
D

A
R

D
S 

G
U

A
R

D
R

A
IL A (decorative posts) -

C
lassic 

C
A

D
 file available for dow

n
load at http://planning.uark.edu 

05.20.2011 
b3 

landscape standards 



Univers it y of Ark AnsAs    
  

 

  

      

 

lamb's tongue~ 
steel: part no. 4429S 

bronze: part no. 4531 S 

0 

1 "x 1 /2" c-chonnel 

handrail molding - 20' length 
steel: part no. 4429 

bronze: part no. 4531 

3/ 4"x3/8" flat 

40" starting post 
steel: port no. 331 L 
bronze: part no. 131 

I I= =~3/4",3/8" 

square-hole collar : : 
steel: port no. 369 

bronze: part no. 269---------6 

I I 
I I 
I I 

GUARDRAIL A 
port numbers 

flat 

fAcil i t ies MAnAgeMent 

LANDSCAPE STANDARDS 

GUARDRAIL A (decorative posts) - Classic CAD file available for download at http://planning.uark.edu 

05.20.2011 b4 landscape standards 
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r----------------------------------------------------------------------------------------------------, 

Notes: 

1. all welds to be continuous and ground 
flush and smooth 

2. all steel components to be pointed with 
Benjamin Moore DTM alkyd semi-gloss "Bronzetone" 

0 
I 
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0 
I 

3" 

n 

12" X 

0 

°N 

X 

HANDRAIL B 
typical assembly 

12" min. 
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lamb's tongue ~ 
steel: part na. 4429S------------- ~ / 

handrail molding - 20' length 
steel: part no. 4429 

1"x1" tube----------< 

0 

1 "x1/2" c-chonnel 

HANDRAIL B 
port numbers 

fAcil i t ies MAnAgeMent 

LANDSCAPE STANDARDS 

HANDRAIL B (plain posts) - Classic CAD file available for download at http://planning.uark.edu 

05.20.2011 b6 landscape standards 

http://planning.uark.edu
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r----------------------------------------------------------------------------------------------------, 

Notes: 

1. all welds to be continuous and ground 
flush and smooth 

2. all steel components to be pointed with 
Benjamin Moore DTM alkyd semi-gloss "Bronzetone" 

3" 4 3/8" o.c. 

n ~" 
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<.O \ 1 

k---------
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. -':.a- l l 
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l 5' maximum spacing between posts 

GUARDRAIL B 
typical assembly 
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lamb's tongue ~ 
steel: part no. 4429S--------------- l / 

handrail molding - 20' length 
steel: part no. 4429 

3/4"x3/8" flat 

1"x1" tube-----------, 

0 

1 "x1 /2" c-chonnel 

GUARDRAIL B 
port numbers 

fAcil i t ies MAnAgeMent 

LANDSCAPE STANDARDS 

GUARDRAIL B (plain posts) - Classic CAD file available for download at http://planning.uark.edu 

05.20.2011 b8 landscape standards 

http://planning.uark.edu
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r----------------------------------------------------------------------------------------------------, 

Notes: 

1. all welds to be continuous and ground 
flush and smooth 

2. all steel components to be pointed with 
Benjamin Moore DTM alkyd semi-gloss "Bronzetone" 

0 

N 

0 
I 

12" X 

N 

X 

HANDRAIL 
typical assembly 

12" min. 
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L----------------------------------------------------------------------------------------------------
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I 
1 1 /2" O.D. tube 

I I 
I I 

HANDRAIL 
parts 

0 
fAcil i t ies MAnAgeMent 

LANDSCAPE STANDARDS 

HANDRAIL - Contemporary CAD file available for download at http://planning.uark.edu 

05.20.2011 b10 landscape standards 
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r----------------------------------------------------------------------------------------------------, 

Notes: 

1. all welds to be continuous and ground 
flush and smooth 

2. all steel components to be pointed with 
Benjamin Moore DTM alkyd semi-gloss "Bronzetone" 

4 3/8" o.c. 
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GUARDRAIL 
typical assembly 
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1 1 /2"x3/ 4" flat 

3/ 4"x3/8" flat 

II 
II 
II 

II 
II 
II 

II 
II 
II 

I I II II II 
I I II II II 

0 

I I II II II , -= I 7 I I ~~~----------+1-

: : ~1 1 /2"x3/ 4" flat 

GUARDRAIL 
parts 

fAcil i t ies MAnAgeMent 

LANDSCAPE STANDARDS 

GUARDRAIL - Contemporary CAD file available for download at http://planning.uark.edu 

05.20.2011 b12 landscape standards 
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footing detail 

0 

classic standard 
past & luminaire 
by Spring City 

face access door 
away from sidewalk 

finish grade 

16" dia. 
sonotube base 

bolts supplied by mfr. 

(4) #4 rebar 
attach to anchor bolts 

compacted subgrade 
95% standard proctor density 

12" dia. bolt pattern 

LIGHT 

fAcil i t ies MAnAgeMent 

LANDSCAPE STANDARDS 

PEDESTRIAN LIGHT - Classic CAD file available for download at http://planning.uark.edu 

05.20.2011 b13 landscape standards 

http://planning.uark.edu
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(D 

0 
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N 

PEDESTRIAN 
footing detail 

0 

classic standard 
post & luminaire 
by Spring City 

face access door 
away from sidewalk 

finish grade 

12" dia. 
sonotube base 

bolts supplied by mfr. 

compacted subgrade 
95% standard praetor density 

7" dia. bolt pattern 

LIGHT 

fAcil i t ies MAnAgeMent 

LANDSCAPE STANDARDS 

PEDESTRIAN LIGHT - Classic alternate* CAD file available for download at http://planning.uark.edu 

05.20.2011 b14 landscape standards 
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(D 

0 
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PEDESTRIAN 
footing detail 

0 

contemporary standard 
post & luminaire 
by Bega 

finish grade 

14" dia. 
sonotube base 

bolts supplied by mfr. 

compacted subgrade 
95% standard proctor density 

8.5" min./1 O" max. 
dia bolt pattern 

LIGHT 

fAcil i t ies MAnAgeMent 

LANDSCAPE STANDARDS 

PEDESTRIAN LIGHT - Contemporary CAD file available for download at http://planning.uark.edu 

05.20.2011 b15 landscape standards 

http://planning.uark.edu
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PARKING & SERVICE 
footing detail 

0 

parking & service 
area standard 
post & luminaire by Bega 

finish grade 

14" dia. 
sonotube base 

bolts supplied by mfr. 

compacted subgrade 
95% standard proctor density 

8.5" min./1 O" max. 
dia bolt pattern 

AREA LIGHT 

Univers it y of Ark AnsAs 
fAcil i t i e s M A n A g e Men t 

LANDSCAPE STANDARDS 

PARKING & SERVICE AREA LIGHT CAD file available for download at http://planning.uark.edu 

05.20.2011 b16 landscape standards 
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PARKING & 

' 0 
I 

SERVICE 
footing detail 

0 

parking & service 
area standard 
post & luminaire by Bega 

bolts supplied by mfr. 

finish grade 

14" dia. 
sonotube base 

( 4) #4 re bar tied 12" o.c. 
attach to anchor bolts 

compacted subgrade 
95% standard proctor density 

8.5" min./1 O" max. 
dia bolt pattern 

AREA LIGHT 

Univers it y of Ark AnsAs 
fAcil i t i e s M A n A g e Men t 

LANDSCAPE STANDARDS 

PARKING & SERVICE AREA LIGHT CAD file available for download at http://planning.uark.edu 

05.20.2011 b17 landscape standards 
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0 0 
--- _J 

J 2'-7" J 

BIKE RACK 
footing detail - inground 

0 

inground bike rack 
by Palmer Group 

finish grade 

3/8" steel rods 
supplied by mfr. 

fAcil i t ies MAnAgeMent 

LANDSCAPE STANDARDS 

IN-GROUND MOUNT BIKE RACK CAD file available for download at http://planning.uark.edu 

05.20.2011 b18 landscape standards 
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I inground bike rocL N 
by Palmer Group 

I 

I 

I 

I 

I 
2'-0" clear 2'-0" clear 

1-I 
,r , 

() () 
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BIKE RACK 
spacing - inground 

fAcil i t ies MAnAgeMent 

LANDSCAPE STANDARDS 

IN-GROUND MOUNT BIKE RACK CAD file available for download at http://planning.uark.edu 

05.20.2011 b19 landscape standards 
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2'-2" 

1/ 

1/ 
I 
~ 
~ /2 

----- ---------= 

\ 
/. 

TRASH CAN 
footing detail 

0 

classic standard trash can 
by Landscape Forms 

finish grade 

6" concrete base 

fAcil i t ies MAnAgeMent 

LANDSCAPE STANDARDS 

TRASH CAN - Classic CAD file available for download at http://planning.uark.edu 

05.20.2011 b20 landscape standards 

http://planning.uark.edu
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1'-9" 

1/ 

1/ 
\ 

TRASH CAN 
footing detail 

0 

contemporary standard 
trash can 
by Landscape Forms 

finish grade 

6" concrete base 

fAcil i t ies MAnAgeMent 

LANDSCAPE STANDARDS 

TRASH CAN - Contemporary CAD file available for download at http://planning.uark.edu 
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border 
pavers w/ 

mortared 
joints 

finish 
grade 

g" 

WITH PAVER EDGING 

asphalt paver by Hanover 
3" depth, set vertically 

WITH STEEL EDGING 

compacted subgrade 
@ 95% proctor density 

paver by Hanover 

Ol 

sand 

to 3" depth as needed 

16" tapered steel stake 
at 30" o.c. max. 

width varies 

ASPHALT PAVERS 

0 

construction detail - over compacted earth - cross section 
(two edge options) 

.l 

hand tight 
pave rs, 
sand swept 

running bond 
pattern to be 
perpendicular 
to edge 

Univers it y of Ark AnsAs 
fAcil i t i e s M A n A g e Men t 

LANDSCAPE STANDARDS 

ASPHALT PAVER WALK CAD file available for download at http://planning.uark.edu 

05.20.2011 b22 landscape standards 



   
  

 

  

   

 

border 
pavers w/ 

mortared 
joints 

finish 
grade 

Ol 

concrete 
footing g" 

0 

hand tight 
pave rs, 
sand swept 

running bond 
pattern to be 
perpendicular 
to edge 

WITH PAVER EDGING WITH STEEL EDGING 

4" concrete slab / 3500psi 
6x6-W1 .4xW1 .4 wwf centered in slab 

asphalt paver by Hanover 
3" depth, set vertically 

asphalt paver by Hanover 
1 1 / 4" to 3" depth as needed 

q, 

4" gravel base 
compacted @ 105% 

proctor density 16" tapered steel stake 
at 30" o.c. max. 

width varies 

ASPHALT PAVERS 

1 1 /2" compacted 
sand setting bed min. 

compacted subgrade 
@ 95% proctor density 

.l 

construction detail - over concrete slab - cross section 
(two edge options) 

Univers it y of Ark AnsAs 
fAcil i t ies MAnAgeMent 

LANDSCAPE STANDARDS 

ASPHALT PAVER WALK CAD file available for download at http://planning.uark.edu 

05.20.2011 b23 landscape standards 
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0 

r----------------------------------------------------- , 
I 
I 

1 /2" depth 
~ hand-tooled 

6" 
;---I< 

compacted subgrade 
@ 95% proctor density 

6" concrete walk / 5500psi 
#4 rebar 2' -0" o.c. each way 

score joint 

TOP VIEW 

7'-o" 

SENIOR 
construction detail 

WALK 
cross section 

6" 
.J<......:::.._ 

6" gravel base 
compacted @ 105% 
proctor density 

finish 
grade 

Univers it y of Ark AnsAs 
fAcil i t i e s M A n A g e Men t 

LANDSCAPE STANDARDS 

SENIOR WALK CAD file available for download at http://planning.uark.edu 

05.20.2011 b24 landscape standards 



   
  

 

  

  

 

0 

Notes: 

1 . concrete to be 5500psi 

2. reinforcing to consist of #4 bar at 2' -0" o.c. each way, 2" from bottom of slab 

3. concrete mix to have maxiumum 3/4" aggregate 

4. compressive strength of concrete test cylinders to be taken by contractor 
at his expense on day of pour 

5. walk to have a minimum curing time of 90 days prior to sandblasting 

6. 4" dia. PVC schedule 40 sleeve at 30' -0" o.c. 

7. saw-cut control joints at 15' -0" o.c. to be cut within 24 hrs. of pour 

8. expansion joints at 30' -0" o.c. 

9. walk surface to have slick trowel finish 

10. contractor to "press" top 1 /2" of wet concrete so that aggregate material 
is 1 /2" below top of walk 

11. "S" stamp to be embossed by contractor at all sleeve locations, each side 

.i._.J 
--4 

1 /2" expansion joint 
pre-molded e.j. filler (zip strip) 

sealant flush w/ surface 

6" concrete walk / 5500psi 
#4 rebar 2' -0" o.c. each way 

saw-cut control joint 
1 1 /2" depth 

compacted subgrade 
@ 95% proctor density 

SENIOR WALK 
construction detail - longitudinal section 

#4 bar dowel 
18" length, 2' o.c. 
sleeve on one side 

6" gravel base 
compacted @ 105% 
proctor density 

Univers it y of Ark AnsAs 
fAcil i t i e s M A n A g e Men t 

LANDSCAPE STANDARDS 

SENIOR WALK CAD file available for download at http://planning.uark.edu 

05.20.2011 b25 landscape standards 
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0 

Notes: 

1. 4" dia. PVC schedule 40 sleeve at 30' -0" o.c. (as required by owner) 

2. saw-cut control joints at 15' -0" o.c. 

3. expansion joint at 30' -0" o.c. 

4. walk surface to have light broom finish 

5. "s" stamp to be embossed by contractor at all sleeve locations, each side 

1 /2"expansion joint 
pre-molded e.j. filler (zip strip) 

sealant flush w/ surface 

4" concrete walk / 3500psi 
6x6-W1 .4xW1 .4 wwf 

saw-cut control joint 
1 1 /2" depth 

-- __ .j __ 

q, d' 

compacted subgrode 
@ 95% proctor density 

<l 

#4 bar dowel 
18" length, 2' o.c. 
sleeve on one side 

6" gravel base 
compacted @ 105% 
proctor density 

4" CONCRETE WALK 
construction detail - longitudinal section 

fAcil i t ies MAnAgeMent 

LANDSCAPE STANDARDS 

4 - inch CONCRETE WALK CAD file available for download at http://planning.uark.edu 

05.20.2011 b26 landscape standards 
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4" 

0 

Notes: 

1. 4" dia. PVC schedule 40 sleeve at 30' -0" o.c. (as required by owner) 

2. saw-cut control joints at 15' -0" o.c. 

3. expansion joint at 30' -0" o.c. 

4. walk surface to have light broom finish 

5. "s" stamp to be embossed by contractor at all sleeve locations, each side 

4" 

CONCRETE 

1 /2" expansion joint 
pre-molded e.j. filler (zip strip) 
sealant flush w/ surface 

o.c. 
side 

4" concrete walk / 3500psi 
6x6-W1 .4xW1 .4 wwf 

6" gravel base 
compacted @ 105% 
proctor density 

WALK at EXISTING WALK 
construction detail - longitudinal section 

fAcil i t ies MAnAgeMent 

LANDSCAPE STANDARDS 

4 - inch CONCRETE WALK CAD file available for download at http://planning.uark.edu 

05.20.2011 b27 landscape standards 

http://planning.uark.edu


finish 
grade 

-

-

-

-

-

g" 

I 

I 

I 

~
border pavers w/ 
mortared joints I • 

I 

I 

I 

I 
•o 

TOP lv1Ew 

WITH CONCRETE EDGING WITH STEEL EDGING 

undisturbed or 
compacted subgrade 

@ 95% proctor density 

asphalt paver by Hanover 
3" depth, set vertically 

4" crushed stone walk: 
syenite "Screenings" by 
Granite Mountain Quarries 

edges 

3/16"x 5" 
steel edging 

16" tapered steel stake 
at 30" o.c. max. 

width varies 

CRUSHED STONE WALK 
construction detail - cross section 

(two edge options) 

0 

• 

Univers it y of Ark AnsAs 
fAcil i t ies MAnAgeMent 

LANDSCAPE STANDARDS 

CRUSHED STONE WALK CAD file available for download at http://planning.uark.edu 
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finish 
grade 

.l 

2% cross slope 
in same direction as existing grade 

0 

unless otherwise noted---------

TOP VIEW 

6" class 7 aggregate 
base compacted @ 
98% proctor density 

geotextile soil separator 
turn up on outside edges 

2" asphalt walk 
type 3 asphalt 

2% cross slope----

compacted subgrade 
@ 95% proctor density 

8' -0", 1 0' -0", or 12' -0" as required 

ASPHALT TRAIL 
construction detail - cross section 

1'-0" 

Univers it y of Ark AnsAs 
fAcil i t i e s M A n A g e Men t 

LANDSCAPE STANDARDS 

ASPHALT TRAIL CAD file available for download at http://planning.uark.edu 
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Notes: 

1. consult engineer for structural details 

finish grade 

imported topsoil 

Ll 

J 

<.O 

Ll 
Ll 

TOP VIEW 

1·-10 3/4" 

2 1/2" 
exp. anchor 

each side 

2'-0" 
.-1----------E 

4'-o" min. .l 

DRAIN INLET IN 

0 

catch basin frame and grate by Neenah: 
model number R-2504 with Type C grate 
( or approved equal) 

LAWN 

undisturbed or 
compacted subgrade 

construction detail - cross section 

Univers it y of Ark AnsAs 
fAcil i t ies MAnAgeMent 

LANDSCAPE STANDARDS 

DRAIN INLET CAD file available for download at http://planning.uark.edu 

05.20.2011 b30 landscape standards 

http://planning.uark.edu


r----------------------------------------------------------------------------------------------------, 
~ \11 /4 \ ~~; \ if~ I' 

_/ ---- --------~ \ , !l ---------\
1

1 / 
/ ~ /--

)-_N 11------------

set rootflore 3" 
above finish grade 

position guys at height 
of second branch 

guying tape 

remove container or burlap & wire 
from top 1 /3 of rootball >---------2"x2" wood stoke 

backfill material to be 
1 /3 imported topsoil, 1 /3 sand, 

1/3 "Bock to Earth" 

6" perforoted PVC sch 40 w/cap, 
wrop bottom end w/geotextile fabric, 

4' -0" length 
as required by owner 

slotted HOPE drain (no sock) 
as required by 

drainage grovel 
l 

lightweight CMU 
3 X rootboll diameter 

TREE 
planting detail 

typ, provide 3 stokes per tree 
see planting pion 

2" bark mulch 

subgrade 

soil sepo rotor 

5% slope to drain 
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r----------------------------------------------------------------------------------------------------, 

Notes: 

1. planting bed to be completely over-excavated 
& filled w/ planting mixture 

2. before laying planting mixture, scarify 
subgrade in the direction of slope 
for positive drainage 

3. all labels to be removed (/) 

'-- c 
0 

keep mulch away 
from base of plant 

2" bark mulch 
vi -

0 2 a. 0 
..c ~ 

0 +-' 0, Q_ • 

finish grade 

spacing as per 
planting plan & 
spacing chart 

planting mixture to be 
1 /3 imported soil, 1 /3 sand, 
1 /3 "Back to Earth" 

PLANTING 
planting detail 

3 
Q) -~ (/) 

0 

L_ 
u E·-

Q) '-- '--

.D 
v, (l) 

c CD > 
·- (l) 

C -8 ..c 
.E C 0 

0 ..c 
0 3 

undisturbed subgrade 

BED 

remove container & 
prune any circling roots 
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STEEL 

0 

grade 

16" tapered steel stake 
at 32" o.c. max. 

EDGING 
detail 

Univers it y of Ark AnsAs 
fAcil i t ies MAnAgeMent 

LANDSCAPE STANDARDS 

STEEL EDGING CAD file available for download at http://planning.uark.edu 
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